IES INDOOR REPORT
PHOTOMETRIC FILENAME : BS3C-8-PS3-3C-M-65W-35K.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002

[TEST] STD230611NB-D-PL

[TESTLAB] STANDARD-TECH TESTING SERVICE
[TESTDATE] 15 August 2022

[ISSUEDATE] 2023-06-12 09:39:34

[NEARFIELD]

[LAMPPOSITION] 0,0

[OTHER] EVERFINE GO-R5000_V2 SYSTEM
[MANUFAC] BELUCE

[LUMCAT] BS3C-8-PS3-3C-M-65W-35K
[LUMINAIRE] BS3C-8-PS3-3C-M-65W-35K

[LAMP] 9815 LUMENS

[ SEARCH_SOURCETYPE] LED

[ SEARCH_APPLICATION] Indoor, Outdoor, Commercial, Garage, Parking, Residential, Damp Location, Wet Location
[ SEARCH_MOUNTING] Cable, Suspended

[ SEARCH_CERTIFICATION] CSA

CHARACTERISTICS

Lumens Per Lamp N.A. (absolute)

Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 9815

Total Luminaire Efficiency N.A.

Luminaire Efficacy Rating (LER) 151

Total Luminaire Watts 65

Ballast Factor 1.00

CIE Type Direct

Spacing Criterion (0-180) 1.22

Spacing Criterion (90-270) 1.30

Spacing Criterion (Diagonal) 1.38

Basic Luminous Shape Rectangular w/Sides
Luminous Length (0-180) 2.37m

Luminous Width (90-270) 0.10m

Luminous Height 0.03m
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES INDOOR REPORT
PHOTOMETRIC FILENAME : BS3C-8-PS3-3C-M-65W-35K.IES

LUMINANCE DATA (cd/sq.m)

Angle In Average Average Average

Degrees 0-Deg 45-Deg 90-Deg

45 10623 9494 9575

55 9861 8771 9039

65 8897 8083 8482

75 7360 7481 7927

85 4861 7222 7751
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES INDOOR REPORT

PHOTOMETRIC FILENAME : BS3C-8-PS3-3C-M-65W-35K.IES

45.0

67.5

90.0

2926.950 2926.950 2926.950 2926.950 2926.950
2911.984 2909.903 2911.464 2911.464 2910.033
2867.610 2862.664 2874.507 2873.596 2872.164
2790.700 2788.879 2802.543 2812.954 2814.515
2682.170 2686.334 2706.895 2727.716 2733.964
2542.927 2555.681 2589.125 2622.309 2632.589
2385.077 2402.254 2451.704 2497.901 2517.421
2205.232 2228.136 2293.594 2362.303 2388.460
2009.513 2042.046 2123.639 2213.821 2245.574
1943.536 2052.197 2086.812

CANDELA TABULATION

0.0 225
0
5
10
15
20
25
30
35
40
45 1803.512 1839.299
50 1588.273 1631.347
55 1365.354 1418.710
60 1141.644 1208.207
65 915.693 999.447
70 691.071 801.241
75 473.007 618.002
80 274.189 453.566
85 114.977 313.867
90 39.593 213.730
95 34.085 147.155
100 30.502  95.560
105 27.686 56.717
110 24191 32.159
115 21.602 23.490
120 18.901  21.015
125 15.769 18.888
130 13.288 16.646
135 11.479 14.844
140 10.244  13.268
145 9.451 12.029
150 8.887 11.465
155 8.888 11.240
160 10.124  11.801
165 11.478  12.364
170 12.591  13.591
175 13.052 14.163
180 12.000 12.000

1761.219
1569.403
1380.059
1193.891
1011.198
837.887
669.807
526.348
413.185
324.408
251.079
187.157
132.189
85.077
48.469
23.590
16.373
14.577
13.441
12.987
12.085
11.857
11.857
11.858
12.196
12.196
12.000

1887.058
1711.509
1529.973
1349.348
1165.744
980.811
814.411
662.364
538.217
439.238
356.902
283.078
217.283
158.801
107.367
64.868
32.313
15.727
14.467
13.340
12.431
11.866
11.753
11.640
11.527
10.849
12.000

1925.837
1756.014
1577.602
1396.717
1212.110
1031.082
860.022
709.381
583.138
476.949
391.974
315.924
247.226
186.103
130.979
82.453
44.436
17.476
12.380
11.346
10.789
9.425
9.539
9.994
9.994
9.994
12.000
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Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : BS3C-8-PS3-3C-M-65W-35K.IES

ZONAL LUMEN SUMMARY

Zone

0-20
0-30
0-40
0-60
0-80
0-90
10-90
20-40
20-50
40-70
60-80
70-80
80-90
90-110
90-120
90-130
90-150
90-180
110-180
0-180

Lumens

1067.07
2260.27
3696.93
6600.46
8611.2
9143.57
8866.97
2629.86
4132.28
4068.24
2010.74
846.03
532.37
509.68
603.79
641.01
661.67
671.32
161.64
9814.89

%Lamp

N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone

0-10
10-20
20-30
30-40
40-50
50-60
60-70
70-80
80-90
90-100
100-110
110-120
120-130
130-140
140-150
150-160
160-170
170-180

Lumens

276.60
790.47
1193.2
1436.66
1502.42
1401.11
1164.71
846.03
532.37
322.28
187.40
94.11
37.22
12.96
7.70
5.19
3.30
1.16

%Fixt

10.90
23.00
37.70
67.20
87.70
93.20
90.30
26.80
42.10
41.40
20.50
8.60
5.40
5.20
6.20
6.50
6.70
6.80
1.60
100.00
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Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : BS3C-8-PS3-3C-M-65W-35K.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : BS3C-8-PS3-3C-M-65W-35K.IES

UGR TABLE - CORRECTED

Reflectances
Ceiling Cavity 70 70 50
Walls 50 30 50

Floor Cavity 20 20 20

Room Size UGR Viewed Crosswise

X=2H Y=2H 178 194 18.3
3H 194 208 19.8
4H 199 212 204
6H 202 214 207
8H 20.3 215 20.8
12H 203 214 20.8

4H 2H 188 201 193
3H 206 21.7 211
4H 212 222 217
6H 217 226 222
8H 218 227 224
12H 219 227 225

8H 4H 220 228 225
6H 226 233 232
8H 228 235 235
12H  23.0 236 236

12H  4H 222 229 227
6H 229 236 235
8H 233 238 239

Maximum UGR = 30.2

50
30
20

19.8
21.2
21.7
21.9
22.0
22.0

20.6
222
22.8
23.1
232
232

234
23.9
241
242

235
242
245

30

20

20.3
21.8
222
225
225
225

211
22.8
234
23.8
23.8
23.9

24.0
246
24.8
24.9

242
249
252

70 70 50
50 30 50
20 20 20
UGR Viewed Endwise
202 217 206
226 240 231
238 251 243
250 262 255
256 26.8 26.2
26.3 275 26.8
206 219 211
233 244 238
246 257 252
26.0 269 26.6
26.8 276 27.3
276 284 282
249 257 254
264 272 27.0
273 280 279
283 289 289
249 257 255
265 272 271
274 28.0 28.0

50
30
20

222
245
256
26.7
273
28.0

224
25.0
26.2
27.5
28.2
28.9

26.3
27.8
28.6
29.5

26.3
27.7
28.6

30
30
20

22.6
25.0
26.1
27.3
27.9
28.6

23.0
255
26.8
28.1
28.8
29.6

26.9
284
29.2
30.2

26.9
284
293
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : BS3C-8-PS3-3C-M-65W-35K.IES

POLAR GRAPH

21

146

73

Maximum Candela = 2926.95 Located At Horizontal Angle = 0, Vertical Angle = 0
# 1 - Vertical Plane Through Horizontal Angles (0 - 180) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (0) (Through Max. Cd.)
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



