Photometric Toolbox

IES INDOOR REPORT
PHOTOMETRIC FILENAME : MR16LED_12V_2W.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002

[TEST]

[TESTLAB] EVERFINE

[[SSUEDATE] 10/10/2016

[MANUFAC] BelLuce Canada Inc.

[LAMP] MR16LED Lamp 12V 2W

[MORE] BeLuce REMOTE HEAD CAT

[MORE] LUMEN RATING = 183.7 LMS

[OTHER] EVERFINE GO-2000A_V1 SYSTEM

[OTHER] Gamma(deg) Fz(Im) Ft(lm) %Lum %Lamp
[OTHER] 0-10 36.50 36.50 19.87 19.87
[OTHER] 10- 20 62.25 98.76 53.76 53.76
[OTHER] 20- 30 40.38 139.14 75.74 75.74
[OTHER] 30- 40 21.03 160.16 87.19 87.19
[OTHER] 40- 50 11.19 17135 93.28 93.28
[OTHER] 50- 60 6.34 177.69 96.73 96.73
[OTHER] 60- 70 419 181.88 99.01 99.01
[OTHER] 70- 80 148 183.36 99.81 99.81
[OTHER] 80- 90 0.34 183.70 100.00 100.00
[OTHER] 90-100 0.00 183.70 100.00 100.00
[OTHER] 100-110 0.00 183.70 100.00 100.00
[OTHER] 110-120 0.00 183.70 100.00 100.00
[OTHER] 120-130 0.00 183.70 100.00 100.00
[OTHER] 130-140 0.00 183.70 100.00 100.00
[OTHER] 140-150 0.00 183.70 100.00 100.00
[OTHER] 150-160 0.00 183.70 100.00 100.00
[OTHER] 160-170 0.00 183.70 100.00 100.00
[OTHER] 170-180 0.00 183.70 100.00 100.00

[OTHER]

CHARACTERISTICS

Lumens Per Lamp 183.7 (1 lamp)
Total Lamp Lumens 183.7

Luminaire Lumens 184

Total Luminaire Efficiency 100 %

Luminaire Efficacy Rating (LER) 92

Total Luminaire Watts 2

Ballast Factor 1.00

CIE Type Direct

Spacing Criterion (0-180) 0.52

Spacing Criterion (90-270) 0.52

Spacing Criterion (Diagonal) 0.54

Basic Luminous Shape Circular
Luminous Length (0-180) 0.03 m (Diameter)
Luminous Width (90-270) 0.03 m (Diameter)
Luminous Height 0.00 m
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : MR16LED_12V_2W.IES

LUMINANCE DATA (cd/sq.m)

Angle In
Degrees

45
55
65
75
85

Average

0-Deg

35102
20632
16939
9220
5774

Average
45-Deg

30074
18057
14942
6335
5774

Average
90-Deg

30281
18594
15633
7903
5401
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME :

MR16LED_12V_2W.IES

CANDELA TABULATION

0.0 22.5 45.0 67.5 90.0 112.5 135.0 157.5 180.0 202.5
0 448.42 448.42 448.42 44842 44842 448.42 44842 44842 448.42 448.42
1 44764 44765 446.82 44590 44845 44759 44711 44611 44613 446.05
2 443.74 443.71 442.01 440.61 44577 443.75 44275 440.61 440.86 440.67
3 436.80 436.75 434.18 43196 43998 436.83 434.96 43214 43237 432.44
4 427.38 427.07 42275 42015 430.68 426.70 424.18 42011 420.39 421.56
5 416.82 41453 408.99 40585 418.23 413.16 411.15 40594 406.52 408.10
6 402.83 400.08 393.45 389.35 403.80 398.11 395.05 390.39 390.89 392.68
7 386.96 383.98 37691 371.80 387.33 381.02 37796 373.38 37290 376.18
8 370.18 366.85 358.77 353.15 369.28 363.31 359.86 354.95 355.19 358.57
9 352.26 348.94 339.51 333.97 349.96 343.87 340.74 33496 336.55 339.89
10 333.24 329.71 319.77 314.06 330.57 324.09 320.07 315.16 316.47 321.54
1" 314.78 309.83 29997 293.94 31049 30342 300.08 295.08 296.27 301.52
12 29455 289.90 279.99 273.82 290.60 283.00 280.39 27527 277.73 282.00
13 273.01 269.88 259.29 253.00 270.65 263.25 260.21 25595 258.03 262.73
14 25423 248,91 24030 23219 24994 24395 240.25 236.64 238.33 243.39
15 233.28 227.94 221.08 213.51 22925 224.73 220.29 21740 218.64 224.25
16 21441  209.10 202.27 19532 210.63 20593 202.38 199.25 200.55 205.41
17 196.43 191.08 184.39 177.81 192.94 188.61 184.55 182.24 182.72 187.98
18 178.63 17415 168.29 161.62 176.09 171.74 16795 16563 166.09 171.43
19 163.09 158.27 152.82 146.31 160.22 156.20 152.80 15048 151.38 155.60
20 148.13 143.25 138.03 132.08 14490 141.14 138.24 136.00 136.64 140.92
21 134.00 12946 12450 119.15 130.79 12756 12456 123.02 123.05 127.78
22 12150 11696 110.99 10740 11792 11399 11210 110.05 111.14 114.66
23 109.01 105.62 99.87 96.64 106.03 102.52 101.17 99.10 10040 103.39
24 98.38 95.14 89.75 86.89 95.25 92.28 90.86 89.22 90.25 93.33
25 88.89 85.64 80.79 78.08 85.61 82.79 81.35 80.19 81.16 84.16
26 80.52 77.22 72.88 70.15 77.01 74.48 73.30 72.09 73.21 75.96
27 73.09 69.89 65.88 63.18 69.22 67.10 65.91 64.85 65.92 68.48
28 66.03 63.14 59.30 56.81 62.38 60.43 59.17 58.44 59.46 61.87
29 59.95 57.07 53.71 51.13 56.17 54.47 53.10 52.73 53.67 56.00
30 54.68 51.72 48.62 46.19 50.78 49.12 47.88 47.59 48.61 50.84
31 49.79 46.94 4410 41.79 45.95 44 .34 43.32 43.05 43.92 46.23
32 45.49 42.65 39.94 38.04 41.55 40.08 39.18 38.97 39.87 42.06
33 41.48 38.83 36.33 34.58 37.63 36.38 35.47 35.32 36.15 38.26
34 37.89 35.43 33.27 31.50 34.25 33.06 32.18 32.09 32.82 34.85
35 34.68 32.37 30.37 28.62 31.10 29.98 29.21 29.29 29.82 31.78
36 31.96 29.68 27.59 2617 28.33 27.34 26.57 26.68 27.22 29.03
37 29.33 2715 25.27 23.99 25.81 24 .96 24.23 24.30 24.88 26.63
38 26.98 24.84 23.13 22.01 23.61 22.77 2214 22.14 22.73 24.43
39 24 .83 22.85 21.20 20.26 21.57 20.85 20.23 20.19 20.80 22.34
40 22.81 21.02 19.48 18.66 19.79 19.13 18.58 18.49 19.04 20.50
41 21.02 19.32 17.98 17.18 18.19 17.55 17.11 16.95 17.42 18.84
42 19.38 17.94 16.58 15.85 16.79 16.17 15.71 15.63 16.03 17.29
43 17.93 16.53 15.27 14.65 15.47 14.86 14.48 14.35 14.82 15.93
44 16.55 15.26 14.11 13.53 14.27 13.75 13.37 13.21 13.73 14.71
45 15.29 14.09 13.10 12.51 13.19 12.73 12.38 12.22 12.77 13.63
46 14.14 13.04 12.13 11.63 12.23 11.76 11.43 11.29 11.79 12.58
47 13.14 12.12 11.22 10.80 11.34 10.89 10.58 10.47 10.86 11.62
48 12.19 11.20 10.44 10.00 10.59 10.16 9.85 9.73 10.15 10.82
49 11.26 10.40 9.66 9.27 9.87 9.47 9.15 9.05 9.42 10.07
50 10.48 9.64 8.97 8.62 9.18 8.83 8.50 8.40 8.76 9.36
51 9.75 8.98 8.32 8.07 8.53 8.21 7.92 7.77 8.18 8.67
52 9.04 8.31 7.75 7.56 7.92 7.64 7.43 7.28 7.67 8.1
53 8.40 7.73 7.30 7.14 7.42 717 6.98 6.85 7.20 7.54
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : MR16LED_12V_2W.IES

CANDELA TABULATION - (Cont.)

54 7.82 7.23 6.86 6.76 6.99 6.73 6.59 6.46 6.77 7.09
55 7.29 6.82 6.38 6.38 6.57 6.37 6.22 6.08 6.39 6.70
56 6.86 6.40 5.99 6.06 6.17 6.02 5.90 5.76 6.10 6.35
57 6.47 6.03 5.69 5.83 5.83 5.72 5.68 5.52 5.84 6.06
58 6.15 5.75 5.51 5.64 5.55 5.51 5.50 5.30 5.66 5.82
59 5.93 5.52 5.29 5.55 5.35 5.35 5.36 5.07 5.44 5.63
60 5.75 5.34 4.98 5.38 5.16 5.21 5.16 4.81 5.20 5.49
61 5.57 5.12 4.71 5.13 4.99 5.05 4.92 4.51 4.94 5.37
62 5.37 4.78 4.44 4.86 4.83 4.88 4.67 4.30 4.69 5.10
63 5.07 4.49 4.25 4.65 4.65 4.61 4.51 417 4.49 473
64 4.68 4.29 4.07 4.49 4.38 4.31 4.32 4.06 4.31 4.45
65 4.41 4.14 3.89 4.35 4.07 4.05 414 3.93 4.16 4.26
66 4.19 3.99 3.74 417 3.66 3.65 3.98 3.79 4.03 3.98
67 4.01 3.84 3.60 3.96 3.24 3.24 3.84 3.63 3.88 3.37
68 3.57 3.69 3.44 3.51 2.94 2.95 3.59 3.46 3.70 2.99
69 3.07 3.51 3.27 3.06 2.71 272 3.10 3.29 3.23 2.73
70 2.77 3.26 3.08 2.71 2.51 2.52 2.73 3.13 2.67 2.54
71 2.55 2.72 2.62 2.35 2.32 2.35 242 2.46 2.35 2.35
72 2.34 2.27 2.00 2.02 2.16 2.18 2.15 1.64 2.11 2.16
73 2.08 1.98 1.39 1.68 1.98 2.00 1.76 1.34 1.56 1.96
74 1.86 1.41 1.15 1.16 1.78 1.63 1.26 1.16 1.21 1.57
75 1.47 1.12 1.01 0.98 1.26 1.21 1.09 1.03 1.04 1.18
76 1.09 0.99 0.88 0.85 1.05 1.06 0.95 0.89 0.90 1.03
77 0.96 0.85 0.77 0.75 0.92 0.93 0.87 0.77 0.81 0.90
78 0.84 0.74 0.67 0.65 0.80 0.81 0.73 0.71 0.75 0.77
79 0.75 0.67 0.64 0.55 0.68 0.70 0.61 0.68 0.60 0.65
80 0.65 0.60 0.62 0.50 0.60 0.59 0.59 0.48 0.58 0.56
81 0.57 0.54 0.45 0.39 0.61 0.51 0.46 0.41 0.42 0.48
82 0.55 0.40 0.38 0.32 0.42 0.42 0.35 0.36 0.36 0.38
83 0.39 0.33 0.34 0.29 0.33 0.37 0.31 0.33 0.32 0.34
84 0.33 0.32 0.32 0.29 0.30 0.34 0.30 0.33 0.31 0.32
85 0.31 0.30 0.31 0.27 0.29 0.32 0.29 0.33 0.31 0.30
86 0.30 0.29 0.30 0.26 0.29 0.30 0.26 0.30 0.29 0.29
87 0.29 0.27 0.26 0.20 0.26 0.26 0.22 0.24 0.24 0.27
88 0.26 0.22 0.19 0.15 0.20 0.20 0.17 0.17 0.17 0.20
89 0.19 0.16 0.15 0.15 0.15 0.16 0.17 0.16 0.16 0.16
90 0.15 0.14 0.17 0.18 0.15 0.19 0.20 0.20 0.20 0.18
Vert. Horizontal Angles

Angles

225.0 247.5 270.0 292.5 315.0 337.5 360.0

0 448.42 44842 448.42 448.42 44842 44842 448.42
1 447.28 44790 44545 446.24 446.70 447.83 447.64
2 443.06 44446 439.54 44144 44219 44395 443.74
3 436.48 438.43 431.74 433.82 435.00 437.25 436.80
4 42718 430.02 421.53 42430 42553 428.63 427.38
5 41553 418.70 408.90 41229 41482 41757 416.82
6 400.69 405.20 39441 398.47 400.65 404.15 402.83
7 385.13 389.48 377.57 38230 384.30 388.16 386.96
8 368.27 37275 360.05 364.63 367.59 371.23 370.18
9 349.78 354.83 34170 346.54 34840 353.49 352.26
10 33046 336.79 32240 327.76 330.59 335.04 333.24
1 31147 31779 302.89 30836 311.35 315.01 314.78
12 29248 298.30 283.80 288.94 290.79 29521 294.55
13 272,72 27858 263.93 269.50 272.01 276.02 273.01
14 25245 259.23 24453 249.38 25261 255.60 254.23
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : MR16LED_12V_2W.IES

CANDELA TABULATION - (Cont.)

15 23217 240.04 22555 229.27 232.70 235.18 233.28
16 213.68 22155 207.79 210.84 215.06 216.08 214.41
17 19542 203.66 190.27 193.16 196.48 197.95 196.43
18 178.63 185.86 173.90 176.94 179.71 181.32 178.63
19 163.49 169.80 158.90 161.65 164.54 165.42 163.09
20 148.17 154.68 14488 14729 149.72 150.29 148.13
21 134.07 140.47 13154 133.84 135.81 136.35 134.00
22 121.50 127.48 117.63 121.56 123.56 123.78 121.50
23 110.06 11449 10691 11053 111.32 112.47  109.01
24 99.26 103.87 96.87 100.38 100.71 102.00 98.38
25 89.66 9417 87.80 90.85 91.40 92.32 88.89
26 81.31 85.23 79.59 82.43 83.07 83.94 80.52
27 73.53 76.95 72.49 75.10 75.60 76.49 73.09
28 66.57 69.82 66.18 68.33 68.54 69.48 66.03
29 60.45 63.12 60.39 62.22 62.47 63.30 59.95
30 54.99 57.28 55.18 57.02 5717 57.89 54.68
31 49.97 52.08 50.36 52.10 52.01 52.73 49.79
32 45.48 47.42 46.01 47.70 47.74 48.13 45.49
33 41.49 43.39 42.10 43.71 43.64 43.98 41.48
34 37.91 39.72 38.65 40.10 40.08 40.40 37.89
35 34.63 36.53 35.48 36.71 36.85 37.04 34.68
36 31.59 33.53 32.58 33.70 34.04 33.93 31.96
37 28.93 30.81 29.86 30.87 31.37 31.06 29.33
38 26.51 28.21 27.39 28.35 28.79 28.57 26.98
39 24 .36 25.98 2512 26.16 26.47 26.28 24 .83
40 22.38 23.98 23.11 24.09 24.45 2415 22.81
41 20.57 22.05 21.27 22.16 22.55 22.30 21.02
42 18.96 20.36 19.54 20.45 20.86 20.69 19.38
43 17.52 18.74 18.03 18.79 19.23 19.10 17.93
44 16.13 17.25 16.65 17.31 17.77 17.68 16.55
45 14.88 15.90 15.34 15.96 16.45 16.43 15.29
46 13.75 14.68 14.18 14.73 15.23 15.22 14.14
47 12.73 13.61 13.12 13.63 14.04 14.11 13.14
48 11.81 12.60 12.14 12.62 13.02 13.15 12.19
49 10.95 11.69 11.18 11.67 12.01 12.14 11.26
50 10.19 10.80 10.37 10.79 11.15 11.24 10.48
51 9.41 9.98 9.60 10.00 10.32 10.39 9.75
52 8.75 9.24 8.84 9.24 9.55 9.60 9.04
53 8.11 8.57 8.23 8.58 8.83 8.93 8.40
54 7.59 8.00 7.66 7.98 8.17 8.27 7.82
55 7.10 7.53 713 7.47 7.60 7.66 7.29
56 6.64 7.07 6.68 6.98 7.19 7.08 6.86
57 6.28 6.71 6.28 6.56 6.81 6.66 6.47
58 6.04 6.40 6.00 6.22 6.48 6.32 6.15
59 5.85 6.20 5.77 5.96 6.27 6.04 5.93
60 5.70 6.07 5.48 5.72 6.16 5.82 5.75
61 5.57 5.91 5.15 5.45 6.03 5.64 5.57
62 5.46 5.67 4.82 5.09 5.81 5.46 5.37
63 5.35 5.34 4.57 4.79 5.45 5.33 5.07
64 5.11 5.01 4.35 4.60 5.07 5.18 4.68
65 4.54 4.79 4.16 4.39 4.82 4.81 4.41
66 3.84 4.60 3.95 4.16 4.60 4.02 419
67 3.34 4.42 3.73 3.93 4.40 3.36 4.01
68 3.00 4.22 3.52 3.74 4.09 2.95 3.57
69 2.76 3.61 3.30 3.54 3.47 2.71 3.07
70 2.55 3.04 3.13 3.29 3.04 2.50 277
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : MR16LED_12V_2W.IES

CANDELA TABULATION - (Cont.)

71
72
73
74
75
76
7
78
79
80
81
82
83
84
85
86
87
88
89
90

2.37
2.20
2.02
1.85
1.43
1.06
0.94
0.82
0.71
0.60
0.50
0.43
0.35
0.32
0.32
0.31
0.29
0.24
0.18
0.18

2.69
2.36
2.07
1.82
1.31
1.02
0.90
0.79
0.69
0.62
0.53
0.48
0.39
0.34
0.32
0.32
0.31
0.28
0.23
0.18

2.58
2.06
1.44
1.14
0.99
0.88
0.75
0.63
0.58
0.52
0.44
0.36
0.31
0.30
0.29
0.28
0.27
0.21
0.17
0.18

2.81
2.27
1.89
1.22
0.99
0.84
0.72
0.63
0.56
0.51
0.44
0.35
0.31
0.28
0.28
0.28
0.27
0.23
0.18
0.19

2.76
2.41
2.08
1.81
1.26
0.95
0.82
0.72
0.64
0.57
0.50
0.45
0.35
0.31
0.30
0.29
0.29
0.26
0.20
0.18

2.31
2.15
1.98
1.82
1.68
1.13
0.94
0.83
0.72
0.62
0.52
0.44
0.36
0.29
0.27
0.26
0.25
0.22
0.18
0.15

2.55
2.34
2.08
1.86
1.47
1.09
0.96
0.84
0.75
0.65
0.57
0.55
0.39
0.33
0.31
0.30
0.29
0.26
0.19
0.15
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : MR16LED_12V_2W.IES

ZONAL LUMEN SUMMARY

Zone

0-20
0-30
0-40
0-60
0-80
0-90
10-90
20-40
20-50
40-70
60-80
70-80
80-90
90-110
90-120
90-130
90-150
90-180
110-180
0-180

Lumens

98.76
139.14
160.16
177.69
183.36
183.70
147.20
61.41
72.59
21.72
5.67
1.48
0.34
0.00
0.00
0.00
0.00
0.00
0.00
183.70

%Lamp

53.80
75.70
87.20
96.70
99.80
100.00
80.10
33.40
39.50
11.80
3.10
0.80
0.20
0.00
0.00
0.00
0.00
0.00
0.00
100.00

Total Luminaire Efficiency = 100.00%

ZONAL LUMEN SUMMARY

Zone

0-10
10-20
20-30
30-40
40-50
50-60
60-70
70-80
80-90
90-100
100-110
110-120
120-130
130-140
140-150
150-160
160-170
170-180

Lumens

36.50
62.25
40.38
21.03
11.19
6.34
4.19
1.48
0.34
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00

%Fixt

53.80
75.70
87.20
96.70
99.80
100.00
80.10
33.40
39.50
11.80
3.10
0.80
0.20
0.00
0.00
0.00
0.00
0.00
0.00
100.00
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : MR16LED_12V_2W.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20

RC
RW

98
94
90
86
83
79
0 76

2 OCO~NOOOPWN-O

80

91
86
81
77
74
70
67

92
86
80
76
72
68
65
62

70 50 30 10

119119119119
114 111 108106
10810399
10397

96
88
82
76
72
68
64
61
59

70

70 50 30 10

116116116 116
111 109106 104

10610298
10195

96
92
88
85
81
78
75

90
85
81
77
73
70
67

91
85
80
75
71
68
65
62

95
87
81
76
71
68
64
61
58

50

50 30 10

111 111111
105103101

98
93
88
83
79
75
72
69
66

95
89
83
79
74
71
67
64
62

93
86
80
75
71
67
64
61
58

30

50 30 10

106106106

10199

95
90
86
82
78
74
71
68
65

93
87
82
78
74
70
67
64
61

98
91
85
79
75
71
67
64
61
58

10

50 30 10

102102102

97
93
88
84
80
76
73
70
67
65

96
91
86
81
77
73
69
66
63
61

95
89
83
78
74
70
67
63
61
58

0

100
94
87
82
77
73

65
62

57
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Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : MR16LED_12V_2W.IES

POLAR GRAPH

33

224

11

Maximum Candela = 448.45 Located At Horizontal Angle = 90, Vertical Angle = 1
# 1 - Vertical Plane Through Horizontal Angles (90 - 270) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (1) (Through Max. Cd.)
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
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